
12-2158.AD.fm Page 1 Friday, July 14, 2000 8:06 AM 







ADDENDUM 

Flat-Face Car CD Player with Signal Level Meter Display 

Cat. No. 12-2158 

Installation in Toyota, Nissan, and Suzuki Vehicles 

If your vehicle is a Nissan, Toyota, or Suzuki, follow these mounting instructions or con- 
tact your nearest Toyota, Nissan or Suzuki dealer for installation information. 

Use the screw holes marked T (Toyota), N (Nissan) or S (Suzuki), located on both 
sides of the CD player to fasten the CD player to the factory radio mounting brackets 
supplied with your vehicle. 


To fasten the CD player to the factory radio mounting brackets. 

1. Use a Phillips screwdriver to loosen the hook’s screws on the front left and right 
side of the CD player. Remove the hooks. 

2. Align the screw holes on the bracket with the screw holes on the CD player, then 
tighten the screws on each side. 
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3. Fasten with the supplied truss screws (5 x 8mm) or flush surface screws (4 x 8mm), 
depending on the shape of the screw holes in the bracket. 

Note: The mounting box, outer trim ring, and sleeve are not needed for this type of in- 
stallation. 





Screw Selection Guide 


Screw Type 

Quantity 

Car Type 

M 5 X 8 mm 

4 

T (Toyota), N (Nissan) 

M 4 X 8 mm 

4 

S (Suzuki) 
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